




料筒容量Hopper Capacity

风机功率Blower Power

电热功率Heater Power

干燥温度Drying Temp

出口口径Outlet Size

内桶直径Inside Hopper 

外桶直径Outside Hopper

法兰ID直径Flange ID Dia

法兰PCD直径Flange PCD Dia

法兰OD直径Flange OD Dia

风机PCD直径Blower PCD Dia

0.风机OD直径Blower OD Dia

系统电源Power Supply

控制电源Control Voltage

总功率Total Power

电源线规格Wires Specification

电源线长度Wires Length

外形尺寸Dimensions

机器重量Weight

法兰ID2Flange Id2

法兰L1 FlangeL1

法兰L2 FlangeL2

选配部件Optional Accessories
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0.21 0.25 0.287 0.387 0.422 0.457 0.512 0.607 0.67 0.76 0.9 0.9 1 1.2 1.2 1.4
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380VAC 3P/PE 50Hz

220VAC 1P/PE 50Hz
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0.55 0.65 0.88 1.09 1.26 1.385 1.55 1.64 1.76 1.86 2.57 2.75 2.5 2.8
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1.磁力底座Magnetic Seat              2.磁力架Hopper Magnet                3.热风回收过滤器Hot Air Recycler     4.排风过滤器Exhaust Air 

Filter      5.L型脚架L Type Floor Stands     6.A型脚架A Type Floor Stands     7.吸料箱Material Suction Box

注：产品规格若有变更，恕不另行通知。   We reserve right to change specifications without prior notice.
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底座安装尺寸：

ID

P
C
D

O
D

Base installation spec.

风机法兰安装尺寸:

P
C
D

O
D

Blow flange installation spec.

料桶底座法兰2安装尺寸
法兰L2
法兰L1
法兰ID



ADD : No.2 Chuangxin Road, Datanglang, Dalingshan Town, Dongguan City, 

Guangdong Province.

地址：广东省东莞市大岭山镇大塘朗创新路2号

电话/TEL：0769-8305 0999    传真/FAX：0769-8584 5562

GUANGDONG TOPSTAR TECHNOLOGY CO.,LTD.

广东拓斯达科技股份有限公司

全国统一客服热线 Domestic Service Hotline 400-096-8005

www.topstarltd.com

有关产品性质和适用范围的说明并不保证产品属性，仅作可供了解的信息。我们的供货范围及提供的服务完全以

合同条款为准绳。技术数据和插图仅作为供货参考。保留更改权利。

Feature and scope of the product does not guarantee the product attributes,only for reference.Our scope of delivery 

and services provided are based solely on the terms of delivery and services provided are based solely on the terms 

of the contract.Technical data and illustration are only for reference .We reserve the rights of changing.
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